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SYM PART# DESCRIPTION QTY.
1 AB1405S4HD SUPPORT ARM ASS'Y (4"SQ x 33.5" LONG), HDG 1
2 AB1246HD LOWER BASE ASS'Y, HDG 1
3 AB1406HD RH/LH ARM ASS'Y (15.5"LONG), HDG 2
4 AB1418HD UPPER MOUNTING ANGLE (48" LONG), HDG 1
5 B5332(.25).81PWHD PLATE WASHER .25"x4.5"SQ w/.81" HOLE, HDG 3
6 AB1171HD LOWER BACK PLATE 8"x16", HDG 1
7 AS REQ'D MAST ASS'Y(DIAMETER & HEIGHT), HDG 1
8 B1450-16 3/4"x 16" THREADED ROD , Z/P 7
9 #B-.75X8 3/4" x 8" SPADE BOLT, Z/P 2

10 H2-0750JN 3/4" JAM NUT, Z/P 4
11 H2-0750HN 3/4" NUT, Z/P 32
12 H3-0750FW 3/4" FLATWASHER, Z/P 7
13 H1-0625-550 5/8"x5-1/2" BOLT GR.5. Z/P 1
14 H1-0625-200GR8 5/8"x2" BOLT GR.8 , Z/P 2
15 H1-0625-150 5/8"x1-1/2" BOLT GR.5 , Z/P 2
16 H2-0625HN 5/8" NUT, Z/P 5
17 H4-0625LW 5/8" LOCKWASHER, Z/P 5
18 H1-0750-200 3/4"x2" BOLT GR.5, Z/P 4
19 H4-0750LW 3/4" LOCKWASHER, Z/P 4
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#3 LEVEL LINE 

#2 LEVEL LINE

#1 PLUMB LINE

LAYOUT THE MOUNTING HOLE PATTERN AS SHOWN ABOVE. HOLES SIZED FOR 3/4" DIAMETER HARDWARE.

x7

x7

ATTACH THE UPPER WALL ANGLE AND THE LOWER 
BASE ASSY TO THE WALL(SEE DIAGRAM ABOVE)

TYPICAL
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THE WL-4 CAN BE ASSEMBLDE IN AN LH OR RH VERSION (RH SHOWN ABOVE)

ATTACH A 3/4"x8" SPADE BOLT(#10) TO EACH OF THE  ARM 
ANGLES (#3) USING TWO 3/4" JAM NUTS(#10)
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PART NO. MAST DIAMETER WEIGHT
WL2-23-237X3 2.37"OD  163 lbs.  
WL2-23-288X3 2.88"OD  171 lbs. 
WL2-23-400X3 4"OD  181 lbs. 
WL2-23-450X3 4.5"OD  186 lbs.  
WL2-23-556X3 5.56"OD  198 lbs.  
WL2-23-662X3 6.62"OD  212 lbs.  
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WL2-23 WALL MOUNT.
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PART NO. MAST DIAMETER WEIGHT
WL2-23-237X5 2.37"OD 170 lbs. 
WL2-23-288X5 2.88"OD 183 lbs. 
WL2-23-450X5 4.5"OD 209 lbs.  
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MOUNT IS SHOWN WITH THE
THRU-WALL MOUNTING KIT 
COMES STANDARD WITH THE
WL2-23 WALL MOUNT.
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PART NO. MAST DIAMETER WEIGHT
WL2-23-237X8 2.37"OD 181 lbs. 
WL2-23-288X8 2.88"OD 201 lbs. 
WL2-23-450X8 4.5"OD 242 lbs. 
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MOUNT IS SHOWN WITH THE
THRU-WALL MOUNTING KIT 
COMES STANDARD WITH THE
WL2-23 WALL MOUNT.
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